JOB NUMBER: E249-12

PAGE 1 OF 4 PROJECT: STANDARD PLANS FOR 12x12 SQUARE APLINE PAVILION WITH 60 PSF GROUND SNOW

This drawing is the property of Country Lane Woodworking, LLC, provided by Timber Tech Engineering, Inc. and reproduction, alteration or use of this drawing without the written consent of Country Lane Woodwaorking, LLC is prohibited. Drawings
shall not be scaled to obtain dimensions. The contractors and builders involved on this project shall verify all dimensions and conditions before starting work and any discrepancy shall be reported to the engineer in writing before starting work.

Side Elevation Scale Jf = 1-0°

o[

End Elevation seme i - 10




JOB NUMBER: E249-12

PAGE 2 OF 4 PROJECT: STANDARD PLANS FOR 12x12 SQUARE APLINE PAVILION WITH 60 PSF GROUND SNOW

This drawing is the property of Country Lane Woodworking, LLC, provided by Timber Tech Engineering, Inc. and reproduction, alteration or use of this drawing without the written consent of Country Lane Woodwaorking, LLC is prohibited. Drawings
shall not be scaled to obtain dimensions. The contractors and builders involved on this project shall verify all dimensions and conditions before starting work and any discrepancy shall be reported to the engineer in writing before starting work.

'S
'S

-0y’ |

Note:

Proper orientation of
post is required

5 I'x5 ¥ treated nail-lam post (4 ply
2x6 planed) wrapped in cedar

-0Y,"

I!!K 1]
Post Layout Plan Scale i = 1-0




JOB NUMBER: E249-12

PAGE 3 OF 4

PROJECT: STANDARD PLANS FOR 12x12 SQUARE APLINE PAVILION WITH 60 PSF GROUND SNOW

This drawing is the property of Country Lane Woodworking, LLC, provided by Timber Tech Engineering, Inc. and reproduction, alteration or use of this drawing without the written consent of Country Lane Woodworking, LLC is prohibited. Drawings
shall not be scaled to obtain dimensions. The contractors and builders involved on this project shall verify all dimensions and conditions before starting work and any discrepancy shall be reported to the engineer in writing before starting waork.

13-64’

'S
'S

13-6l’ / 2x6 face board

=
q

(1) 2x6 collar tie, locations as shown
/ 2x6 cedar rafter, each end
/ d (2) 2x8 ridge
/ 2x6 cedar show rafter, fasten each

to ridge w/ (2) #10x3 ' wood screws

5 I'x5 }' treated nail-lam post (4 ply
2x6 planed) wrapped in cedar

ﬁ2x6 rafter, spaced as shown

Roof Framing Plan ... -1o
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2x6 cedar rafter
Asphalt shingles over
/ 1x6 T and G decking

4’x5" cedar web

2x6 face board
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[ (3) 2x8 header (outside
plies to be cedar, center
ply to be DSS SYP)

\5 +x5 ¥ nail-lam post

wrapped in cedar

Cross Section A/4
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1x6 T and G decking

2x6 rafters, approx. 24" o/c

2x6 face board

(3) 2x8 header (outside
plies to be cedar, center
ply to be DSS SYP)

\5 ¥x5 I nail-lam post

wrapped in cedar

Cross Section B/4
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